**All Temporary Power Electrical Connections**

JUNEAU PERMIT CENTER, 4TH FLOOR MARINE VIEW CENTER, (907) 586-0770

---

**OVERHEAD**

- Weather Head
- Service Drop Conductors
  - 10' + above Grade, Decks, Landings
  - 12' + above Driveways
  - 18' + above Roadways
- 2" rigid conduit is req'd if used to support service drop

**UNDERGROUND**

- Exterior Plywood Mounting Board Nailed to Post
- Weatherproof Meter Socket
- Conduit
- If more than 6 breakers, Main Disconnect required
- Weatherproof Panel and Fittings - 100Amp or Larger
- On 125 Volt 20 Amp Circuits
  - GFCI Breakers or GFCI Receptacles
  - Weather Resistant (WR)
- Weatherproof boxes
  - “In-Use-Extra-Duty” covers
- #6 CU Ground Wire Stapled to Post & Attached To Neutral Buss, Bond Bushing and Enclosure
- Ground Clamp, Direct Burial Acorn or pipe clamp
- 8’x5/8 Ground Rod Driven to Grade Level or Below
- Min 2 x 8 Pressure Treated Post
  - Firmly Imbedded into Ground
  - Braced with 2 x 4 if Necessary

---

Strap within 3' of Boxes and Terminations